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For film Mac 8’s terminals for printed boards

This terminal allows fitting a pin to a flexible board, EL sheet, film electrode and other 

sheets for which soldering is impossible.

Please mount this product on a sheet to supply electricity.

Material Pin part: Phosphor bronze

Ring part: Brass

Finish: Gold plating over nickel base

Rated current:FC-1:3A

FC-2:4A

FC-4:7A

■ Example of usage

■ How to use

■ Part number

■ Instructions for use

FC-1-4.7
FC-1-6
FC-1-8
FC-1-10
FC-2-4.7
FC-2-6
FC-2-8
FC-2-10
FC-4-5
FC-4-6
FC-4-8
FC-4-10

  4.7
  6
  8
10
  4.7
  6
  8
10
  5
  6
  8
10

0.45
0.45
0.45
0.45
0.6
0.6
0.6
0.6
1.0
1.0
1.0
1.0

0.8
0.8
0.8
0.8
1.2
1.2
1.2
1.2
2.0
2.0
2.0
2.0

0.5
0.5
0.5
0.5
0.65
0.65
0.65
0.65
1.05
1.05
1.05
1.05

0.5

0.65

1.05

1.0

1.2

2.0

0.5

0.65

1.05

PCX-1 
plus P-24

PCX-1 
plus P-16

PCX-1 
plus P-23

Part number L
Pin part Ring part

Fitting hole diameter（φ） Adaptive toolA（φ） B（φ） C（φ） E（φ）D（φ）

●

●

●

●

●

Terminal for film [FC series] (100pcs/pack)
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Any side is fine 
for a conductor part.

Insert the pin. Insert the ring.

Solder

Place it on a flat metal 
block and press-fit the 
ring from above by using 
a tool.
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When inserting or removing 
the pin in the socket, etc., it 
may become loose. Please 
solder the part as shown 
below.




